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ABSTRACT -
/

L'>The actig'é control of acoustic pressure in a@ cavity with a flexible boundary (a beam)
is considered. Specifically, this control is implemented via piezoceramic patches on the beam
which prod ce pure bending moments. The incorporation of the feedback control in this
manner ledds to a system with an unbounded input term. Approximation methods in the
context o aﬁ@QR) state space formulation are discussed and numerical results demonstrating
the effectiveness of this approach in computing feedback controls for noise reduction are

presented. —
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~ 1 Introduction a’\ ‘

In recent years, the development of new fuel efficient turboprop engines has motivated the
development of a comprehensive active control methodology for interior pressure field cham-
bers. The active control of noise in this setting has been studied both in a frequency domain
setting [14, 19] and from an infinite dimensional state space time domain approach (PDE
approach) [2, 6, 7, 12] with techniques often centering around the generation of an appropri-
ate secondary pressure wave which optimally interferes with the offending primary pressure
wave. Here however, we consider a time domain state space formulation in which the active
control is implemented via piezoceramic patches which are imbedded in the boundary of the
acoustic cavity.

The example we consider consists of an exterior noise source which is separated from
an interior chamber by an active wall or plate. This plate transmits noise or vibrations
from the exterior field to the interior cavity via fluid/structure interacticns thus leading to
the formulation of a system of partial differential equations consisting of an acoustic wave
equation coupled with elasticity equations for the plate. The control is implemented in the
example via piezoceramic patches on the plate which are excited in a manner so as to produce
pure bending moments. It should be noted that the incorporation of the feedback control
in this manner leads to a system with an unbounded input term. Experiments are being
designed and carried out at NASA Langley Research Center in which the interior cavity is
taken to be cylindrical with a circular active plate and sectorial patches.

As a first step toward developing an effective linear quadratic regulator (LQR) state space
control methodology for near field acoustic problems of this type, it is useful to consider a
simplified but typical model consisting of a 2-D interior cavity with an active beam at one
end (see Figure 1). Here F represents a perturbing force on the beam due to an exterior
noise source. This in turn causes fluctuations in the interior acoustic pressure field and hence
unwanted noise. The goal in the control problem is to optimally reduce the interior pressure
deviations by effecting a force distribution on the beam that decouples the cavity acoustic
response.

In Section 2, a model set of differential equations for the problem is given and the math-
ematical framework needed to pose the control system in an abstract Cauchy formulation is
presented. Section 3 contains a brief discussion of the theory of finite and infinite dimensional
periodic optimal control problems while Section 4 is devoted to the general finite dimensional
approximation of the control problem. Specific approximation schemes are discussed in the
fifth section and examples demonstrating the viability of the method are presented.
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Figure 1. Acoustic chamber with piezoceramic patches.

2 Mathematical Model

When describing acoustic wave motion in a fluid, it is useful to introduce a velocity potential
¢ which is a complex-valued function satisfying 9(¢, 2,y) = —V¢(t, z, y) where @ denotes the
fluid’s velocity [15, 16]. If the equilibrium density of the fluid is given by p;, the acoustic
pressure p (the deviation from the mean pressure at equilibrium) is related to this velocity
potential by p(t,z,y) = psé:(t,z,y). For acoustic waves with small amplitude, both the
potential and the pressure satisfy the undamped first order wave equation with uniform
speed of sound c in the fluid; hence

=N (z,y) € Q1) ,t>0.

The boundaries on three sides of the variable cavity Q(t) are taken to be “hard” walls thus
leading to the zero normal velocity boundary conditions

Vé-2=0 (z,9)€l,t>0




where 7 is the outer normal. It is assumed that the perturbable boundary consists of an
impenetrable fixed-end Euler-Bernoulli beam with Kelvin-Voigt damping. If w(i, z) is used
to denote the transverse displacement of the beam with linear mass density ps, the equatiuns
of motion are

9 0<z<a,
powy + 25 M(t,z) = —pséolt, z,w(t, z)) + f(t, z) v

ow Jw
w(t,0) = %(t,ﬂ) = w(t,a) = -é—x-(t,a) =0 t>0,
where M(t, ) is the internal moment and f is the external applied force due to pressure from

the exterior noise field. For an uncontrolled beam with Kelvin-Voigt damping, the moment
contains both strain and strain rate components and is given by

L O0%w FPw
M(t,:l:) = EI%; +CDIW .

The final coupling equation is the continuity.of velocity condition
we(t, z) = Vé(t,z,w(t,z))- 7, 0<z<a,t>0 (2.2)

which results from the assumption that the beam is impenetrable to fluid. Under an as-
sumption of small displacements (w(t,z) = W(t,z) + § where @ = 0) which is inherent in
the Euler-Bernoulli formulation, the beam equation in (2.1) can be approximated by

2
PoWy + ‘aax—zM(ta .’B) = "’Pf[¢t(t, z, 0) + ¢ty(ta z, O)U)] + f(t7 $)

while (2.2) can be approximated by
wy(t,x) = Vé(t,z,0) - 2 + (Vy(t,z,0)w) - 72 .

To first order, these last two equations can be approximated hyv dropping the higher order
terms —pydyy (¢, x,0)w and (Vo (¢, z,0)w) - 2. Then upon approximating the domain (t)
by the fixed domain Q = [0, a] x [0, £], we obtain the appreximate uncontrolled model
$u=c0p (z,9)€ER,t>0,
Vé-a=0 (z,y)el,t>0,

%g(taz)o)=_wt(t,$) 0<z<e,t>0,

0<z<a,

150, (2.3)

b? Pw Fw
PoWy + Fy (EI—6z2 + CDI—‘axzat‘) = —psde(t,z,0) + f(t,2)
w(tO)—@(tO)—w(t )—?ﬂ(t =0 t>0

] - am ] - 1(” - ax ia) - b}

¢(0,w,y) = ¢0(.’I},y) ) w(O’x) = wo(x)
¢t(07 .’B,y) = ¢1(x,y y wt(Oam) = wl(x) .
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For control of structural vibrations and the acoustic pressure field in this model, s piezo-
ceramic patches are attached to the beam as shown in Figure 1. These patches are excited
in a manner so 2s to produce pure bending moments ([8, 9, 11]) (see Figure 2). If H is used
to denote the Heaviside function, the model for the controlied beam can be written as

9? w 5° ' N
PR B2 (E-’ +enlg :;;t) +ps:(t,2,0)
i I{Bk (2.4)
= 557 ( fu,(t) [H(z — an) — H(z — au)]) + f(t,z) .

Here u;(t) is the voltage applied to the i** patch, K% is a parameter which depends on the
geometry and piezoceramic material properties, 7 is the patch thickness and k is a material
constant (see [8, 9]). It should be noted that the inco:zoration of (2.4) into (2.3) leads to a
system with an unbounded input term since it, involves the second derivative of the Heaviside
function.

+

Figure 2. Piezoceramic patch excitation.

To formulate this problem in the context of cxisting infinite dimensicnal control theoretic
results, it is advantageous to pose the control system in an abstract Cauchy formulation. To
accomplish this, the state is taken to he z = (¢, w) in the Hilbert space H = L*(22) x L*(T)
with the energy inner product

((2)-(5)), = f s f o

Here L*(Q) is the quotient space of L? :.wver the constant functions. We also define the
Hilbert space V = H'(Q) x I2(Ty) where fi*(f2) is the quoticnt space of II' over the
constant functions and ["Z(To) = {¢ € H*(I'0) : ¥(z) = ¥'(z) = 0 at = = 0,a}. The V inner
product is taken as (hee and below we use the notation D = £)

<( 3) >’(§, )>V ‘—’./{2V¢'V§(1w+/ro D*wD*ypdy .
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Following the ideas used in the theoretical results in [3, 4], we consider the Gelfand triple
V <« H < V* with pivot space H and define sesquilinear forms o; : VXV = €, i = 1,2
by

o1(®,0) = /9 PV Vedw + fr E1D"wD'ndy,

02(®, V) = /I‘O{CDI D*wDn + py(¢n — wE)}dy

where ® = (¢, w) and ¥ = (£,7) are in V. It can be easily argued that the sesquilinear
forms satisfy the continuity and coercivity conditions

Re 01(9,®) > 1|03,
lo'l(q)1\p)l < c2|¢[VI\I’|V 3
Re 0’2(@, (D) > C3 (Dzw, D2w>L2(Fo) = c3|w|§,g(ro) N
o2, ¥)| < ca| @]V [T}y
(for detailed argvrents in a similar setting, see [1]). The control operator B € L(U,V*) is
defined by
KBk &

(Bu, ¥)yy = /F o EI—T-Z;u,-(H,-l — Hi)D’qd~

for ¥ € V, where H;j(z) = H(r — o;),i = 1,2,---,8,j = 1,2 and (-,-)y. y is the usual
duality pairing.
Finally, for F = (0, f/ps) we can write the control system in weak or variational form

(2e(t) Whve v + 2(2(t), ¥) + 04(2(2), ¥) = (Bu(t) + F, ¥)y. v (2.5)

for ¥ in V. The state is giveu by 2(t) = (¢(i,,-),w(¢,-)) in V — H. Since 0, and o, are
bounded, we can define operators A4;, 42 € L(V,V*) by

(Ai®, W)y, y = 0i( @, ¥)
for 7 == 1,2. This then yiclds the system
zu(t) + Az24(1) + A12(t) = Bult) + F
in V*.

Continuing with our abstract formulation, we next write the system in first order form.
To accomplish this, define the product spaces V=" x V and H = V x H with the norms

(@, ¥)3 = 1o} + %[}

and
(D, )3 = [Bf} + %]} .

For x = (®,¥) and © = (T, A), the sesquilincar form o : V x V — € is then defined by
a((T,A),(®,0)) = — (A, ®)y + 01 (T, ¥) + 02(A, ) . (2.6)
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Since the duality product (-,-)y. 1 is the unique extension by coutinuity of the scalar product
(+y)y from H x V to V* x V, it follows that for appropriate restrictions on © we can write

o(0,x) =o((T,A),(®,7)) = ~(A,®)y+ (AT, q’)v-,v + (A24, ‘I’)v',v

= ~(A,®)y + (AT + AA, V),
= ((=A, AT + A2A) , (8, 1)),

= (—AO,x)y -
The operator A: H — H is given by
0 I
A= (2.7)
'—Al -—Ag

where dom A = {9 = (T,A) e H: A € V,A;T + A2A € F}, A; and A; are the operators

defined by oy and o3, respectively, and the above calculations hoid for @ € dom A (see [1]

for further examples concerning the definitions of operators and domains in this manner).
To write the first order system in weak or variational form, let Z(t) = (2(2),z(t)),

F(t) = (0, F(t)), and Bu(t) = (0, Bu(t)). The weak form of the system is then
(Z8), X)yny + 0(Z(@), %) = (Bu®) + F (), hymy (29)
for x € V. Formally, this is equivalent to the system
Zi(t) = AZ(t) + Bu(t) + F(t) (2.9)

in H where A is given in (2.7).

3 Periodic Contrecl Problems

As noted in the introduction, o. - ~ontrol prcblem is motivated by the desire to reduce
cavity pressure fluctuations result:, v from the perturbing noise . In many applications,
it is reasonable to assume that F - periodic with period 7; hence an important problem
of interest (e.g., see [6]) for the system (2.9) is an LQR problers for ¢ periodic disturbing
force J*. This czn be formulated as the problem of finding u € ..*(0,7; U) wkich minimizes
a quadratic cost functiona! of the form

17 \
J(w) =5 [ {(QZ(1), 2O + (Ru(t), u(t))v} di
subject to (2.9) with Z(0) = Z(7). Since Z = (¢, w, $, w,)”, the operator Q can be chosen
so as to emphasize the minimization of particular state variables as well as to create windows

that can be used to decrease state variations of certai: frequencies. The control space U is
taken to be IR’ if s patches are used in the model, and . is assumed that the operator 1 is
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an 8 X s diagonal matrix where r;; > 0,7 = 1,---, s is the weight on the controlling voltage
into the i** patch. In the case that B is bounded on H, a complete feedback theory for
this problem can be given as discussed in [10]. Under usual stabilizability and detectability
assumptions on the system as well as standard assumptions on Q, the optimal control is
given by

u(t) = —R7IB*[INZ(t) — r(¢)]

where IT is the unique nonnegative self-adjoint solution of the algebraic Riccati equation
AN+ TA-TIBR'BI+Q=0. (3.1)
Here r is the unique 7-periodic solution of
#(t) + (A* = IBRB*)r(t) = ILF(t) =0 (3.2)
and the optimal trajectory Z is the solution of
Z(t) = (A-BR'B)Z(t) + BR™B*r(t) + F(t) .

These equations (in particular (3.1), (3.2)) are infinite dimensional (i.e., in H) and hence
aj proximation techniques a:e required to obtain approximate feedback gains. Using a stan-
dard Galerkin approach, one typically chuoses a sequence of Srite dimensional subspaces
HN C H with projections PV : H — H" and defines an approrimating problem in H" of
rninimizirg

) =3 [ (@26, 2 (0w + (Ru(t),u(t))u ) dt

subject to an approximating system

ZN(@t) = AVZN@)+ BNu(t)+ FV(¢)

ZN0) = ZN(r)=PNZ(0).
The solutions are given by

u(t) = —RBM IV ZN(t) - V()]
2ZN(t) = (AN — BNR'BN'TIN) 2 () + BYRTIBN N (8) + FN(2)
where IIV is the unique nonnegative self-adjoint solution of
AVTIV 4+ IV AN —IVBYRIBN' IV + QN = 0
and rV is the unique 7-periodic solution of
() 4 (A VBV RBY) N (8) - IVFN (1) = 0.

In order to guarantee the convergence INPNZ — [1Z for Z € H, rV(t) — r(t), and
hence the convergence of u™¥(t) to u(t), it is sufficient to impose various conditions on the
original and approximation systems. These hypothe.>s include convergence requirements for
the uncontrolled problem as well as the requirement that the approximation systems preserve
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stabilizability and detectability margins uniformly. A fully developed theory (see [4]) is
available for the case that 7 = 0 (in this case the tracking variable r does not appear in the
solution) even in the case that B is unbounded in the sense formulated in Section 1. The
theory in [4] requires rather strong damping assumptions on the second order system (2.5)
in order to be applicable. Under appropriate assumptions, the techniques and ideas of [3]
and [4] can be used to treat the case for F # 0 in both identification and feedback control
problems.

4 Finite Dimensional Approximation

An advantageous feature of the state space approach for feedback control is that the optimal
control can be implemented using various approximation techniques. To illustrate the ideas
involved, let {BI'}_" denote the 1-D basis functions which are used to discretize the beam
and let {B"‘} 1 m = (mz + 1) - (my + 1) — 1, denote the 2-D basis functions which are
used in the cavity. The n — 1 and m dimensional approximating subspaces are then taken
to be Hf = span {BP}; and H™ = span { Bl*}, , respectively. Defining N = m+n —1,
the approximating state space is HY = H™ x HJ and the product space for the first order
system is HY = HV x HV. The finite-dimensional approximation is then determined by
restricting o to HN x HN where o is given in (2.6). This yields the operator AN : HN — HV

where
AN - 0 I
-AY A}

and AIIV and AQ’ are obtained by restricting oy and o, to HY x HN. We observe that the
restriction of the infinite dimensional system (2.5) to the space HN x HN yields for ¥ = (£,7)

(0@, %), + oaz(1), ) +u(N(8), D)

B s
/ B ’”Zu (t) (fyy — Hiz) D¥ndy + /r Fady .
0

i=1

When ¥ is chosen in H" and the approximate beam and cavity solutions are taken to be

n-1

w(t,z) = 3wl () B} (x)

i=1

and

¢ (t,z,y) E(}SN OB z,y) ,




respectively, this yields the system
MNGN(t) = AVyN(8) + BNu(t) + FN(1)
MNy™(0) = 5

where

. IV(2)

¥y =1 .y ,

’ 97 (¢)

Here 9V(t) = (47 (£), 83'(2),- -, (2}, wl (£),w] (¢), -+, wi_1(t))” denotes the N x 1 =
(m 4+ n — 1) x 1 approximate state vector coefficients while u(t) = (u1(t),- - - u,(£))T contains
the s control variables. The full system has the form

(MN 0 ]’é"(t) [ o MN [ 9@) 0 t 0

K| R e P S P
MY 0 [0 [
0 MY _M(u)]_[gé"]

with
MY = diag[M}}, M{j]
MY = diag[M}, M}]]
A{v = diag[Aﬁa A%] ’
N
Aév - [ 0 A31 ]
Ay A
and
BN [ ~0 ~0 ]
BY -+ Bpl’
0
R }
FN(t)
{




The component matrices are given by
[Mh],, = /ﬂ VBp-VBrdw, (MY = /r D*BrD*Bydy,
(M), = [, GBrBrds, [MY) = [ mBrByay,
48], = / psVBP - VBldw - [4Y] = / EID*B!D*Bldy ,
(48], =~ [ osBrB7ay, (Al = [ oBrBar,
EANE / cpI D*B*D*Bldy ,
KBk

‘ [ AN _— 2 nn
B} ]m,_ » *EIZ= = D*Bydy

) = /r FBydy.

T
Moreover, the vectors gV = [gf{,gl";r and gl = [gﬁ, gévz] have elements
o], = / Vdo: VBIdo, [gf] = / D*woD*Brdy ,

o8], = [ #1Braw . [of] = [ wiBpar.

In all cases, the index ranges are k,£ = 1,---,m and ¢,p = 1,---,n — 1. The patch index
j ranges from 1 to s. It should be noted that the matrices AN and M¥ are symmetric and
positive definite by construction. The matrix AY has a symmetric block and a skewsymmetric
block and the eigenvalues of AY are real and nonnegative.

With the bases {BP'}-) and {Bl"}T, chosen, the finite dimensional theory outlined in
the last section holds with the various finite dimensional operators replaced by appropriate
matrices. Specifically, the finite dimensional control problem is then to find u € L%(0,7)
which minimizes

IV () = / {@¥y" (), 4™ (e~ + (Ru(t),u(®))r}dt, N=m+n—1

where QV is nonnegative definite and y" solves

gV (t) = ANy (t) + BNu(t) + FN(t)

(4.1)
y"(0) =15 .
Here AV = ( MYTA, BN = (M¥) BN, PN = (MY)TFN(L) with the initial
condition ¥y = (M ) . The optimal control is

w(t) = R (BYYT (1) - IV (1) (4.2)
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where IIV is the solution to the algebraic Riccati equation

(AMYTON 4+ IVNAN —TINBNR-Y(BMY'IIV 4 QN =0.. (4.3)
Since @V denotes the matrix representation for the operator QV, a suitable choice for @V is
MN 0
Q¥=p| "]
0 MY

where the diagonal matrix D is given by
D = diag [dyI™, oI, ds ™, da ™|

Here I* |k = m,n—1, denotes a k x k identity and the parameters d; are chosen to enhance
stability and performance of the feedback. The s x s diagonal matrix R contains the positive
control weights and has entries r;,,7 = 1,---,s. For the regulator problem with periodic
forcing function FN(t), rN(t) solves the linear differential equation

iM() = — [AY — BVR-I(BNYTTIN] " ¥ (1) + IV PN (1)

(4.4)
() =r(r)
while the optimal trajectory is the solution to the linear differential equation
gV (t) = [AY — BNR-(BY)TIV] y¥(2) + BNR-(BN)TrN(t) + FN(2) ws)

yN(0) =y™(r).

5 Specific Approximations and Numerical Results

We next turn to a discussion. of specific choices of basis functions in the general formulation of
the approximation schemes in the last section. We shall also present numerical results from
related computations. When choosing bases for the finite dimensional subspaces H}' and
HT in a control setting, one must weigh criteria such as smoothness requirements, uniform
preservation of exponential stability of approximating systems (see [5]), accuracy, sparsity
of system matrices and ease of implementation.

From energy considerations, it follows that the system (2.3) is dissipative; hence all the
eigenvalues lie in the left half plane. The model of Section 1 includes no medium damping
however, and hence the energy dissipation in the cavity results exclusively from the boundary
(Kelvin-Voigt damping in the beam) thus making the system (2.3) only weakly damped.
In spite of the lack of strong damping, numerical tests have indicated that when physically
relevant parameters are used in the model, the system (2.3) is exponentially stable (the fixed-
end boundary conditions on the beam make difficult a thorough analytical analysis of the
eigenstructure). When considering various methods of discretizing the problem, one would
like to choose schemes which uniformly preserve the exponential decay rate as the dimension
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of the approximate system (4.1) increases. This can be easily checked by determining whether
or not there exists a uniform margin for increasing N between the open loop eigenvalues of
the system matrix AV in (4.1) and the imaginary axis.

When considering the control problem, one is also concerned with the preservation of
uniform stabilizability and detectability marginz for the closed loop approximation systems.
Hence care must also be taken so that approximation schemes are chosen so as to preserve
a uniform margin between the closed loop eigenvalues of AN — BNR-1(BN)TIIV and the
imaginary axis. Numerical schemes which satisfy these various criteria will now be discussed.

Cubic splines were vsed as a basis for HJ since they satisfy the smoothness requirement
as well as being easily implemented when adapting to the fixed-end boundary conditions
and patch discretizations. For a given positive 1nteger n, a uniform partition was taken with

the gridpoints z! = -,;a, 1=0,1,---,n If {B"} is used to denote the standard cubic

t==1

spline basis corresponding to this partition (see [18], page 79), then the basis functions for
the beam discretization were taken to be

B! = Bt — 2B} —2B™,
Bl=Br ;i=23,--,n—-2

Bf':—l S B,T: — 23::_1 — 23;:_*_1
It is readily seen that these basis functions satisfy the essential boundary conditions; that is,
By(0) = DB}0) = BYa) = DB}(a) = 0

for ¢ = 1,2,---,n — 1. As mentioned previously, the corresponding n — 1 dimensional

approxxmatmg subspace is then given by HJ = span {B”}'_1 and the approximate beam
solution is taken to be

wh(t,z) = Z wl¥ () B (z) .
i=1

With this choice of basis functions, the matrices M and M} are easily constructed and
are 7-banded. It should be noted that a Tau-Legendre discretization was also considered
for the beam but had the disadvantage of the loss of four equations due to the constraints
mandated by the fixed-end boundary r.onditions (see [13] for a discussion of Tau methods).

The bases that were considered for the cavity discretization included tensored one-
dimensional Legendre polynomials, tensored linear splines and finite elements. The methods
of system formulation as well as the advantages and disadvantages of each can be summa-
rized as follows. Consider first the Legendre basis. Let P?(z) and P(y) denote the standard
Legendre polynomials that have been scaled by transformation to the intervals [0,a] and

[0,£], respectively. The basis functions {B{;‘} for the cavity are then defined as
B,’;‘(x,y) = ‘Ijta(m)lj_'[‘(y) for ¢= 0,1,---ymg j=0,1,-- My, t +j 75 0,
where m = (m;+1) - (my+1) — 1. The condition i + j # 0 eliminates the constant function

thus guaranteeing that the set of functions is suitable as a basis for the quotient space. For
definiteness, the basis functions are ordered by assuming that ¢ varies for each fixed j which
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is analogous to a left to right, bottom to top ordering. Notice that because natural boundary
conditions occur on all sides of the cavity, one does not have to employ a Tau method; that
is, the method is simply a Galerkin scheme without modification of the basis elements to
satisfy some essential boundary conditions.

The component matrices M}y and MJ} can then be succinctly described as follows. Let
the fundamental (m; + 1) x (m; + 1) matrices M™ and K™ be defined as

M7l = [ Pe()Pi(e)de
(Kr),; = /0 " DP?(z)DP?(z)dz

with similar definitions for M7*, K7*. Using the tensor properties of the 2-D basis, we can
form the matrices MY and MY defined by

MN = Mp @ K™ + K @ M™
MY =4%Mp oM™ .

The ordering in the above definition depends on the ordering of the basis functions. The
matrices M} and M} are obtained by removing the first row and first column of MY and
MY to reflect the deletion of the constant function from the basis set. Note that with
this definition, both matrices are very easily constructed and that the mass matrix MJ is
diagonal; hence the inverse is trivial to calculate. Although the matrix M}, is not sparse, it
has a well-defined structure due to its tensor product nature and the fact that MJ* and M
are diagonal. It too can be efficiently inverted when one takes advantage of this structure. In
the case that p; is constant, the stiffness matrix AY can be constructed in the same manner
as M}, and the tensor product structure can be used advantageously both when sclving the
Riccati equation (4.3) and the ODE systems'(4.4) and (4.5).

In order to use a tensored linear spline or finite element basis in the cavity, some constraint
must be applied in order to guarantee that H" is a quotient space (one cannot simply drop
the constant function as was done with the tensored Legendre polynomials). One such
constraint which is commonly used is the requirement that

/Q N (t,2,y)dw = 0.

If {B"‘}. is used to denote the standard tensor product linear spline basis (see page 129
of {18]), then the integral constraint leads to the quotient basis {B};., where

B;n(:l:,y) Bm(xay) 4at ( 13/)

with a; = { 135 1} depending upon whether the function B is a corner basis function, a
side basis function or an interior basis function, respectlvely As a result of the modifica-
tions needed to obtain a quotient space basis with the tensored linear splines, the matrices
M{‘{ , MI and Aj; are full and hence one loses the structural advantages obtained with the
Legendre basis.
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Similar modifications must be made when using a finite element basis in a quotient space
with the result that the system matrices are also full in that case. Moreover, the lower
order accuracy of the splines and finite elements necessitates the use of a larger number of
basis functions and hence larger matrices in order to match the accuracy of the Legendre
polynomials. The fact that the Legendre basis yields smaller, structured matrices than
those obtained with the linear splines and finite elements is important but not crucial in the
problem under consideration since the cavity is only two dimensional and hence matrix sizes
are reasonably small. This issue will become much more critical when considering the 3-D
problem of interest because of the large matrix sizes which will be encountered.

As discussed earlier, a final item which should be considered when choosing a means
of discretizing the control problem is whether or not the approximation scheme effects a
uniform preservation of exponential stability for the open and closed loop approximating
systems. This issue is illustrated by the results in the Example 5.1.

The problem under consideration in Examples 5.1 and 5.2 is

b = AP (z,y)€,t>0,
Vé-i=0 (z,9)€l,t>0,

g—j(t,x,o) =—~wy(t,z) 0O0<z<.6,t>0,

Py + ; (EI gz 5 +epl 8(1—3;22)
- 0622 (EIKBku(t) (H(z - anr) — H(z — an)]) &)
— psde(t,z,0)+ f(t,2) O<a<.6,t>0,

w(t,0) = %%(t,O) = w(t,.6) = %%(t,ﬁ) =0 ¢t>0,

#(0,z,y) = ¢:(0,z,y) = w(0,z) = wy(0,2) =0

where
f(t,z) = 2.04sin(1507¢) .

The parameter choices a = 6m, £ = 1m, p; = 1.21 kg/m®, % = 117649 m?/sec?,
po = 1.35 kg/m, EI = 73.96 Nm?, cpl = .001 kgm®/sec, KB = 82.9629, T = .0005 m,
E=19x10"1m/V, a; = .25 and a;; = .35 are physically rcasonable for a .6 m by 1m
cavity in which the bounding end beam has a centered piezoceramic patch covering 1/6 of
its length (see Figure 3). The beam is assumed to have width and thickness .1m and .005m,
respectively. The quadratic cost functional parameters were taken to be dy = dy = dy = 1,
ds = 10* and R = 107° with d3 of much larger magnitude than dj,d; or d; to emphasize
the penalization of large pressure variations. Note that because there is only one patch, the
control weight R is simply a positive scalar.

For a beam with the above dimensions and density, the natural frequency of the first
mode is 73.21 hertz and the frequency of the forcing function was chosen so as to be close
to this value. To obtain the magnitude 2.04, it was assumed that the forcing function was
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the result of an exterior plane wave with a sound pressure level of 120 dB (which forces an
interior sound pressure level of 98 dB).

25 .35

Figure 3. Example acoustic chamber with one piezoceramic patch.

Example 5.1

In this example, the uniform preservation of exponential stability for the open and closed
loop approximating systems is examined. For n = m; =m, = 5,6,7 and 8, the margins of
stability for the open and closed loop systems obtained with tensored Legendre polynomials
and tensored linear splines are listed in Tables 1 and 2, respectively. The gains needed
for the closed loop system were calculated via Potter’s method (see [17]). For each n, the
locations of the open and closed loop eigenvalues obtained with the Legendre polynomials
are displayed in figures 4 and 5, respectively. When plotting the eigenvalues of AV and

AN — BNR-? (B’?THN , those eigenvalues having real parts with magnitude greater than
1 have been excluded in order to better see the distribution near the imaginary axis. Note
that a uniform margin of stability is maintained between both the open and closed loop
eigenvalues and the imaginary axis for both sets of bases. Results similar to those obtained
with the Legendre basis were obtained when finite elements were used as a basis for H.
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Table 1. Margin between the open and closed loop eigenvalues and the imaginary axis with
tensored Legendre polynomials.

my; =m, n max {Re/\,)\ € O'(AN)} max {Re/\,)\ €o (AN — BNR? (BN)T HN)}

5 5 —-.0145 —-.0196
6 6 -.0213 —.0220
7 7 -.0200 —.0200
8 8 —.0138 —-.0290

Table 2. Margin between the open and closed loop eigenvalues and the imaginary axis with
tensored linear splines.

my;=my n max{Re/\,/\ € o'(AN)} max{Re)\,)\ €o (AN — BVR! (BN)THN)}

5 5 —.0269 —.0868
6 6 —.0612 —-.0612
7 7 —.1222 —-.2732
8 8 —.2361 —.2388
4x10‘ n=5 4x10‘ n==6
° 0
2 ° ©° o %.; 2r oo Y o°°° <
%, ® % o
IR T Y
2k o © _ 2+ oooo o]
4 4 . -
1 0.5 0 -1 0.5 0
4x10‘ n§7 4)(10“ n=8°
° ° 0 ° o)
o4 ° 0] ° 0000
2+ °® e ° ° o o 2t o po . 1
o ®
0 .0 ooo‘&‘oo %80000 ooB 0? % © 3:,, o° 08 °
i P S0 © 1 b ° ‘o @ |
°°o o‘,;(? o o°o¢:°o R & o g: %o .: o
2F ° ° o o] 2F & -
o © ° o] ©00
° 0 © o
4 -4 o
1 0.5 0 -1 0.5 0

Figure 4. Eigenvalues of AN for n = m; = m, = 5,6,7 and 8 with tensored Legendre
polynomials.
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Figure 5. Eigenvalues of {AN — BNR1 (BN ) v ] for n = m, =my = 5,6,7 and 8 with
tensored Legendre polynomials.

As seen in Example 5.1, a larger margin of stability is isaintained in both the open and
closed loop systems with the linear spline basis than with the Legendre basis; hence one might
conclude that the linear splines are the basis of choice when solving the control problem. As
noted earlier however, one must also weigh factors such as system size, accuracy and efficiency
when choosing a numerical method. Numerical tests have indicated that in spite of the larger
eigenvalue margins of the linear splines, their performance when used in the control proilem
is nearly identical to that obtained with the Legendre polynomials. Moreover, because of the
lower order accuracy of the splines, a larger number of basis functions is needed to obtain
suitable accuracy thus leading to matrix dimensions that are almost twice those resulting
from the Legendre discretization. Finally, as noted carlier in this section, the matrices
obtained with the Legendre discretization are much more structured than those obtained
with finite elements or linear splines henze making Legendre implementation more efficient
than the other cases. Results for the LQR control problem for (5.1) with the tensored
Legendre basis for the cavity and cubic splines for the beam with m; = my =4 and n =8
are reported in Example 5.2.

17




Example 5.2

In this example, the effect of the feedback ct ntrol on the problem for system (5.1) is de-
scribed. In order to solve for the optimal control and tra:actory, it is necessary to solve both
the trajectory equation (4.5) and the tracking equation (4.4). Because numerical evidence
indicated that both unconstrained solutions were roughly periodic with period 7 = 1/75, the
problems were solved as initial value problems with starting values y(0) = 0 and (10/75) = 0
rather than as free boundary value problems. The choice for initial state is physically rea-
sonable while the choice to integrate backwards in time in (4.4) is made to reduce numerical
instability when solving the ODE system for rV(t).

The uncontrolled and controlled approximate acoustic pressures (pV = p;éY) at the
point (X,Y) = (.3,.1) are plotted in Figure 6 for the time interval [0,10/75]. Similar plots
for the approximate beam displacement at X = .3 are given in Figure 7. The uncontrol'ed
solutions exhibit a beat phenomenon which results from the fact that the frequency of the
forcing function is slightly = .ater than the natural frequency of the first mode of the beam.
After a iransient interval, the controlled roiutions are perindic and are maintained at a
level which is approximately 10% of that found in the uncontrolled case (note the scales in
Figures 6 and 7). This produces an interio. sound pressure level of 77 AB which is a 21 dB
reduction. To further illustrate the state reduction with feedback control, the uncontrolled
and coutrolled acoustic pressures at the times T' = 1/75, 2/75, 6/75 and 10/75 are plotted
in Figures 8 - 11, respectively. The two dimensional plots in each figure show spatial slices
of the uncontrolled and controlled pressures at X = .3, 0 < y < 1. Figures 12 and 13
contain plots of the uncontrolled and controlled beam displacements at the times T' = 6/75
and T = 10/75, respectively. The results in Figures 8 - 13 are renresentative of those found
throughour the time interval (0,10/75] and in conjunction with Figures 6 and 7, demonstrate
that the pressure and beam displacement are uniform!y reduced and mainiained at a very
low level of magnitnde in spite of the periodic forcing function.

The controlling voltage u(t) is plotted in Figure 14. As expected, it is periodic with
period 1/75. It should be noted that the magnitude of u(t) remains less than 60V whicl is
a physically reasonable voltage to put into the piezoceramic patches.

As mentioned in the last section, the choice of the quadratic cost functivnal parameters
dy — dy and R influences the control stability and perfermance of the feedback. In this
problem, the emphasis is on the the reduction of variations in the acoustic pressure; hence
d3 was taken to be larger than d;, d; or dy. It should be 1:oted that this choice of parameters
does not exclude the control of the other state variables; in fact, the beam displacement is
significantly reduced as seen in Figures 7, 12 and 13. Since the parameter R is a penalty
term for u(t), more control of the state variables can be effected by choosing R smaller. The
tradeoff, however, is an increase in the voltage. llence one must weigh the amount of state
reduction desired against the amount of voltage which can be put into the patches.

The amount of control is also directly influenced by patch size, placement and the number
of patches being used. In the examples that we have observed, the best results were obtained
with one centered patch, and we have noticed that the amount of control obtained increascs
with increasing patch length. Thus one must weigh the amount of control desired against
physical limitations on the size of the piezoceramic patches being used.

18




4: l{nconuolled Pressure at (IX,Y) = (.3,.})

My

_4 [l 1

Pressure (N/m~2)
=

0 0.02 0.04 0 06 0. 08 0.1 0 12 0.14
Tine (sec)
N4 - Fontrolled P:ressu.-jc at ()'(,Y) = (.B,QI .
8 o2t |
Z
s 0 / ]
g :
& -0.2 . by
_0.4 N I R 3 2 —
0 0.02 0.04 v.06 0.08 0.1 0.12 0.14
Time (sec)

Figure 6. Uncontrolled and controlled pressures at the point (X,Y) = (.3,.1) thronghout
the time interval [0,10/75].
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Figure 7. Uncontrolled and controlled beam displacements at the point X = .3 throughout
the time interval [0,10/75).
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Figure 14. The optimal control u(t).
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6 Conclusion

For the 2-D acoustic problem involving the transmission of exterior noise into an interior
cavity via fluid/structure interactions, a model set of differential equations has been devel-
oped. Control is implemented in the model via piezoceramic patches on the beam which are
excited in a manner so as to produce pure bending moments. By writing the resulting system
as an abstract Cauchy equation, the problem of reducing interior pressure fluctuations can
be posed in the context of an LQR time domain state space formulation and approximation
schemes which are suitable for this theory are presented.

For one typical patch configuration, examples are given which demonstrate the stabiliz-
ability of the open and closed loop systems under approximation as well as the reduction of
cavity pressure and beam displacement when the feedback control is invoked. The examples
show that input of the optimally controlling voltage u(t) uniformly reduces both the pressure
and the beam displacement and maintains them at a very low level of magnitude throughout
the time interval of interest.

As mentioned in the example section, the amount of control obtained is directly influenced
by patch size, placement and the number of patches being used. Initial results have indicated
that for a uniform periodic forcing function, the best results can be obtained with one
centered patch with the amount of control increasing with increasing patch length. Further
computational studies are currently being conducted to determine the effect of various pat~h
configurations and forcing functions on the decibel reduction in the cavity.
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